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. WHITMAREXPLORATIONCOMPANY
555 17th Street, Suite 880
Denver, CO 80202-3908

(303) 991-9400
Fax (303) 991-9401

January 15, 2007

Mr. Eric Jones
Bureau of Land Management
Moab Field office
82 East Dogwood
Moab, UT 84532

RE: Application for Permit to Drill- WhitMar Exploration Company
34-3, 759' FWL, 308' FSL, SW/4 SW/4, Section 34, Tl3S-Rl lE, Carbon County, Utah.

Dear Mr. Jones:

WhitMar Exploration respectfully submits the enclosed original and two copies of the
Application for Permit to Drill (APD) for the above referenced well. Please let this application
also serve a right-of-way for the pipelines along the access roads to the well sites. Included with
the APD is the following supplemental information:

Form 3160-3
Exhibit "A" Well Location Plat
Drilling Program
Exhibit "B" BOP Equipment Diagram
Exhibit "C" Choke Manifold
Surface Use Plan
Exhibit "D" Well Location Map
Exhibit "E" Well Vicinty Map
Exhibit "F" Mile Radius Map
Exhibit "G" Central Facilities Layout
Exhibit "H" not used
Exhibit "I" Water line Map
Exhibit "J" Pipeline Map
Exhibit "K" Pad Construction Data
Exhibit "L" Cut and Fill Data
Exhibit "M" Typical Section
Exhibit "N" Rig Layout

Please accept this letter as WhitMar's, written request for confidential treatment of all
information contained in and pertaining to this application.

RECEIVED
JAN17 2008

DIV.OFOIL,GAS&
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Thank you for your timely consideration of this application. Please feel free to contact me with
any questions or requests for further information.

Sincerely,

Heather Mitchell
WhitMar Exploration Company

Cc: Diana Mason , DOGM, State
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Fomi3\60-3 FORMAPPROVED
(February2005) OMBNo.1004-0137

ExpiresMarch31, 2007
JNITED STATES

DEPARTMENTOF THE INTERIOR 5. LUeasena56No.
BUREAUOF LAND MANAGEMENT

6 If Indian,Alloteeor TribeName
APPLICATIONFOR PERMITTO DRILLORREENTER

N/A

O 7 IfUnit.orCAAgreement,NameandNo.la. Typeof work: DRILL REENTER
N/A

8. LeaseNameand WellNo.
Ib. Typeof Well: Od Wei GasWell Other gleZone MultipleZone 34-3

2. Nameof Operator 9. API WellNo
WhitMar Exploration Company

3a. Address 555 17th Street, Suite 880, Denver, CO 80202 3b. PhoneNo.(include area mie) 10. Fieldand Pool,orExploratory
3033-991-9400

4. Locationof Well(Report location clearly and inaxontmce with any State«quiremena•> 11.Sec.,T.R.M.or Blk.andSurveyorArea

Atsurface 3ôg'fg ¶ÿ Aswswf29ŸGŸX
Ñ$$ j - / / Sec. 34-T13S-11E

At proposedprod.zone same as above

14. Distancein miles and directionfromnearest townor postoflice* 12.Countyor Parish 13. State
8.8 miles from Wellington Carbon UT

15. Distancefromproposed* 16. No. of acresinlease 17. SpacingUnitdedicatedtothiswell
location tonearest
propertyor leaseline,ft.
(Also tonearest drig.unit line,if any) 759 FWL, 308 FSL 1640 N/A

18. Distancefromproposedlocation* 19.ProposedDepth 20. BLM/BIABond Na ,on file
tonearestwell, drilling,completed,
applied for,on thislease,ft. 1573' S & 2370 W 3000 104195928

21. Elevations(ShowwhetherDF,KDB,RT,GL,etc.) 21 Approximatedateworkwillstart* 21 Estimatedduration
5850 GL 05/01/2008 10 Days

24. Attachments
Thefollowing,completed inaccordance with therequirementsof OnshoreOilandGasOrderNo.1,must beattachedtothisform:

I. Well platcertified bya registered surveyor 4. Bondtocover the operations unless covered byan existing bondon file(see
2. A DrillingPlan. Item20above).
3. A SurfaceUse Plan (if the locationis on NationalForestSystem Lands, the 5. Operatorcertification
25.SUPO m t ppr

Name

6 Suchothhersitespecific informationand/or plansas may bellrequred bythe

Title
Oper oordinator

Name(Printed/Typed) Date

RRADLEYC. I flLL 827N
Title OfŠVIRONMENTALMANAGER
Applicationapproval doesnot warrantor certify thattheapplicant holdslegalorequitabletitletothoserights inthesubjectleasewhichwouldentitlethe applicantto
conduct operationsthereon.
Conditionsof approval, if any,are attached

Title18U.S.C.Section1001andTitle43 U.SC. Section1212,make ita crime forany personknowinglyand willfully tomake toanydepartmentor agencyofthe United
Statesany false,fictitiousor fraudulentstatements or representationsasto any matterwithinitsjurisdiction.

*(Instructions on page 2)

AFederalALprovelaoithis gECE i VE

,M I Tan
DIV OF OIL,GAS &



Section 34, T.13 S., R.1 1 E., S.L.B. & M. PROJECT
Mmar Exploration Company g

589'50'W 2654.52' G.LO.) WELLLOCAllON, LOCATEDAS SHOWNIN JNE S.W. 1/4 OF THE
52' NS9'43'11"E 2643.84' y S.W. 1/4 OF SECTION34, T.13 S., R.11 E., S.LB. & M.

. .

S697'ORWW.
--- · · i CARBONCOUNTY,UTAH

FOUND1965 B.LM. FOUND1965 9.LM· ŒGENDBRASS CAP BRASS CAP
EXISBNG WELL#34-2 - SECTIONCORNERS1.OCATED

- QUARTERSEC110N CORNERSLOCATED
- PROPOSED WER. HEAD

EXISBNG WELL#34-1

NOTE: THE PURPOSE OF THIS 5URVEY WAS TO PLAT
THE WHITMARWELL#34-3 LOCATION.
LOCATED i 1NE S.W. 1/4 OF THE S.W. 1/4
OF SECTION 34, T.13 S., R.11 E., S.LB. & M.,
CARBONCOUNTY,UTAH.

BASIS OF EŒVARON
BASS OF ELEVATIONOF 5850' BEING AT THE SOUTHEASTCORNER

OF SECTION34. T.13 S., R.11 E.. S.LS. & M. AS 5HOWN ON
FOUND1965 B.L.M. . THE U.S.G.S. DEADMANCANYONQUADRANGLE7.5 MINUTE

BRASS CAP SERIES M AS 5861'

WHITMARWELL#34-4
UNGRADEDCROUND = 5936.57

SCALE

CEREFICATE
I m THIS IS TO CERTIFYTHAT THIS PLAT WAS PREPARED FROM
I RELD NOTES OF ACTUALSURVEYSMADEBY ME OR UNDER

MY SUPERVISION,AND THAT THE SAME ARE TRUE AND
CORRECTTO THE BEST OF MY KNOWLÆDGEAND BEUEF.

WHiTMARWELL#34-3
UNGRADEDGROUND= 5900.41

TREVORR. GADD,LS. #343639 DATE
I

FOUND1965 B.L.M. FOUND1965 B.LM. ( EXIHBIT"A" )
. BRAss cAP (DisvuneED) BRASS CAP

- . . . . --- - .
. ; Jones 4: DeMmeEngineeringNS9°45'07"E 2663.21' N89'45'07"E 2663.21 1535 South 100 West - Richfield, Utah 84701

FOUND 1965 B.LM. (NS9'45'W 5330.16 G.LO.) on•
aBRASS CAP www.jonesonddemille com

Well Location Plot for
BASIS OF BEARINGS

BASIS OF BEARINGUSED WAS NOO'08'12"W BETWEEN THE SOUTHEASTCORNEn &ltrnar Woration ContpanyANO THE EAST GUARTERCORNER OF SECT10N34, T.13 S., R.11 E., S.LB. & M.
LAT11UDE- 39°38'49.1084" (39.64697456) NAD 83 DESIGNED SURVEYED ECKED ORAWN Pit0ÆCT NO SHEET NO.

LONGilUDE-
-110°40'50.9260° (-110.68081278)NAD 83 d..l. T.R.G. C.D.S.

KNAME SCRE OW110 1
4/07
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CARBON COUNTY FIGURE: A

Jones & DeMille Engineering N WHITMAR EXPLORATION
1535South100West - Richfield.Utah 64701 LEASE BOUNDARY MAPPhone (435) 896-8266 Fax {435) 896-8268

www.jonesanddemille.com - osaws: K.J. 09-07 1stndrd-ir2800.cti, PROJECI: 0708-110 SHEET:
SCALE: 1"=3000' cases: 8-2- 09-07 EILF;LEASEBNDYEXMlB U DATE: 9/27/2007



MEMORANDUM

Date: December 17, 2003

To: WhitneyMarvin

From: Les White

Subject: Surface and MineralOwnership For Selected Parcels ofLand

Legal Description Mineral OwnerSurface Owner

Township 13 South, Range 11 East
Section 13: W2 Iriart Family Iriart Family
Section 13: E2 USA USA

Section 14: N2 Iriart Family Iriart Family
Section 14: S2 USA USA

Section 15: E2NE Iriart Family Iriart Family
Section 15: E2SE, W2E2, E2W2, SWSW USA USA
Section 15: SWNW, NWSW 7 Robert Miller
Section 15: NWNW Verdis Barker Verdis Barker

Section 22: E2, E2W2,W2NW USA USA
Section 22: W2SW Lester Thayn Lester Thayn

Section 23: AII USA USA

Section 24: AII USA USA

Section25: E2E2, Various Canyon Fuel
Section 25: W2SE, SESW, S2SWNE, USA Canyon Fuel

E2NESW
Section 25: NWNE, NW, N2SWNE, USA USA

E2SW, W2NESW

Section 26: AII USA USA

Section 27: E2, N2NW, SENW, NESW Lester Thayn Lester Thayn
Section 27: SWNW,W2SW, SESW USA USA

Section 34: E2 USA Lester Thayn
Section 34: W2 USA USA

Section 35: AII USA USA

Township 14 South, Range 11 East
Section 3: N2NE USA Lester Thayn
Section 3: S2NE, W2, SE USA
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Drilling Program
WhitMar Exploration Company
34-3
SW/4 SW/4, Section 34-Tl3S-llE
759' FWL, 308' FSL
Carbon County, Utah

1. Geologic Surface Formation
Blue Gate Shale Member of the Mancos Shale

2. Estimated Geologic Tops
Marker Depth (MD)

Mancos Blue Gate Marker 2,200'
Ferron Sandstone 2,500
Total Depth 3,000

3. Projected Gas & Water Zones

Ferron coals and sandstones 2,500 to 2,900

No groundwater is expected to be encountered. Water encountered will be reported on a
Form 7 "Report of Water Encountered During Drilling."

Casing & cementing will be done to protect potentially productive hydrocarbons, lost
circulation zones, abnormal pressure zones, and prospectively valuable mineral deposits.
All indications of usable water will be reported.

Surface casing will be tested to 1000 psi.

4. The Proposed Casing and Cementing Programs

HOLE SETTING DEPTH SIZE WEIGHT, GRADE CONDITION
SIZE (INTERVAL) (OD) & JOINT
17' 50' 12 ¼ Conductor & PE Pipe New
12-1/4" 350' 8-5/8 24# J-55 ST&C New
7-7/8" 2900' 5-1/2 15.5# J-55 ST&C New

Cement Program - Every attempt will be made to bring cement back to surface
Surface Casing 200 sacks Howco Premium Plus V + CaCl + Flocele;

Weight: 15.6#/gal
Yield: 1.20cu.
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Production Casing: 90 sacks Howco CBM Light LCM
Weight: 10.5 #/gal
Yield: 4.59 cu. Ft/sk

80 sacks Howco CBM Light
Weight 13.0 #/gal
Yield: 1.99 cu.ft/sk

The following shall be entered in the driller's log:
1) Blowout preventer pressure tests, including test pressures and results;
2) Blowout preventers tests for proper functioning;
3) Blowout prevention drills conducted;
4) Casing run, including size, grade, weight and depth set;
5) How the pipe was cemented, including amount of cement, type, whether cement

circulated, location of the cementing tools, etc.;
6) Waiting on cement time for each casing string;
7) Casing pressure tests after cementing, including test pressures and result.

5. The Operator's minimum Specifications for Pressure Control

See the Schematic diagram of the BOP Equipment, Exhibit "B" and a diagram of Choke
Manifold, Exhibit "C". A double gate 2000 psi BOP will be used with a rotating head.
This equipment will be tested to 2000 psi. All tests will be recorded in a Driller's Report
Book. Physical operation of BOP;s will be checked on each trip.

6. The Type and Characteristics of the Proposed Circulating Muds

0-50' 17" hole Drill with air

50'-350' 12-1/4" hole Drill with air, will mud up if necessary.

350'- TD 7-7/8" hole Drill with air, will mud up if necessary.
500 psi @1500-2300 Scf.

If fluid is necessary it will be fresh water + QuickGel + Pac-R + Therma-Thin + Barolift
at 8.5 - 8.8 #/gal maximum.

7. The Testing, Logging and Coring Programs are as follows

350'-TD Neutron-Density, PEX-AITH

Overpressuring

No abnormal pressures or temperatures have been noted or reported in wells drilled in the
area nor at the depths anticipated in this well. Bottom hole pressure expected is 1000
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max. No hydrogen sulfide or other hazardous gases or fluids have been found, reported
or are known to exist at these depths in the area.

Lost Circulation

Previous drilling records in this area indicate potential lost circulation while drilling or
cementing the production casing for the wells. We plan to include lost circulation
material in the production cement and have lost circulation material/additives on location
while drilling.

8. Anticipated Starting Date and Duration of the Operations.

The well will be drilled approximately: May 1, 2008

Verbal and/or written notifications listed below shall be submitted in accordance with
instructions from the Bureau of Land Management;

(A) Prior to beginning construction;
(B) Prior to spudding;
(C) Prior to running any casing or BOP tests;
(D) Prior to plugging the well, for verbal plugging instructions.

Spills, blowouts, fires, leaks, accidents or other unusual occurrences shall be reported to
the Bureau of Land Management
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BOP EQUIPMENT

2000 psi WP

o o o
- o o -

P RA S

MANUALVALVE
CHECKVALVE MANUALVALVE

I I I

2" UNE 3" UNE
FROM TO CHOKE
PUMPS ·

- MANIFOLD

ooooooooooooooooooooooseooggooooooooooooooooooosecooen 2000PSISPOOL

CASINGHEADWITN
THD'DOUTLETS
AND VALVES

SCHEMATICWELLHEAD

( EXHIBIT"B")

WHITMAREXPLORATIONCOMPANY

WHITMAREXPLORATION
Jones & DeMille Engineering BOP EQUIP. & SCHEMATIC WELL HEAD
1535 South 100 West - Richfleid, Utah 84701 Banden 56. Taa A a.11 a., s.La. a x.

(435) 896-8266 Phone aos'M. Tos' PWI,
(435) 896-8268 Fox SCAŒ:NA ENG.:B.B. PROlg 0700-110

www.Jonesanddem1|le.com DATE:01/10/2008 DWG.BY:J.E.S. DWG.NAMD
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POSITIVE
CHOKE

2"

TO FLAREPIT
&/OR SEPARATOR

2"

3 3" 2

TO PIT

BBP STACK
OUTLET 2" P

TO MUDPIT
ADJUSTABLE
CHOKE

CHOKEMANIFOLD

( EXHIBIT"C")

WHITMAREXPIßRATIONCOMPANY

WHITMAREXPLORATION
Jones & DeM111eEngineering #34-3 Choke Manifold
1535 South 100 West - Richfield, Utah 84701 s..u.. as, T.la s., a.11 a.. s.La. a x.

(435) 896-8266 Phone
(435) 896-8268 Fax SCAŒ:NA BC: B.B. PROJ.g0706-110

www.jonesanddem111e.com oAm: ot/to/2oos ows.w:a.s.
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Bureau of Land Management
Application for Permit to Drill
Company: WhitMar Exploration
Well No. 34-3
Location: Section 34, Tl3S, RllE SLB& M
Lease No.: Federal UTU 80556
Onsite Inspection Date: October 24, 2007

THIRTEEN POINT SURFACE USE PLAN
The dirt contractor will be provided with an approved copy of the surface use plan of operations
before initiating construction.

l. Existing Roads:

a. Proposed route to location: From Wellington take HWY 6/HWY 191 East. Turn left
(North) on to East Coal Creek Road and take for +/- 7.89 miles. Turn left (Northwest)
on existing access road +/- 0.30 miles. Travel South West on New Road for +/- 0 .62

miles to location. See exhibit "D."
b. Location of proposed well in relation to town or other reference point: Approximately

8.8 miles North East of Wellington.
c. Encroachment permit is already in place for the use of Coal Creek Road.

2. Planned Access Roads:
a. Location: From existing access road turn Southwest toward location

approximately 3273.6'. Planned access begins at a point approximately 2515'
FEL and 1881' FSL. See exhibit "E."

b. Length of new access road to be constructed: Approximately 3273.6'
c. Length of existing roads to be upgraded: None
d. Maximum total disturbed width: 55'
e. Maximum travel surface width: 25'
f. Maximum grades: 10%
g. Turnouts: None
h. Surface materials: Native
i. Drainage (crowning, ditching, culverts, etc): Roads will be crowned with bar

ditches on both sides with approximately 2 culverts placed along the new road.
j. Cattleguards: No cattleguards or gates are anticipated at this time
k. Length of new and/or existing road which lie outside the lease boundary for

which a BLM right-of-way is required: None
1. Other;

Surface disturbance and vehicular travel will be limited to the approved location
access road. Any additional area needed must be approved by the area manager
in advance.

If a right-of-way is necessary, no surface disturbing activities shall take place on
the subject right of way until the associated APD is approved. The holder
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adhere to conditions of approval in the Surface Use Program of the approved
APD, relevant to any right of way facilities.

If a right-of-way is secured, boundary adjustments in the lease or unit shall
automatically amend this right-of-way to include that portion of the facility no
longer contained within the lease or unit. IN the event of an automatic
amendment to this right-of-way grant, the prior on-lease/unit conditions of
approval of this facility will not be affected even thought they would now apply to
facilities outside of the lease/unit as a result of the boundary adjustment. Rental
fees, if appropriate shall be recalculated based on the conditions of this grand and
the regulations in effect at the time of the automatic amendment.

If the well is productive, the access road will be rehabilitated or brought to
Resource (Class III) Road Standards within the 60 days of dismantling of the rig.
If upgraded, the access road must be maintained at these standards until the well
is properly abandoned. If this time frame cannot be met, the Area Manager will
be notified so that temporary drainage control can be installed along the access
road.

3. Location of Existing wells- On a map show the location of all water, injection, disposal,
producing and drilling wells within a one mile radius of the proposed well location, and
describe the status of each: See Exhibit "F".

4. Location of Production Facilities:

a. On-site Facilities; See Diagram of SchematicWell Head, Exhibit "B"
b. Off-site facilities: See Central Facilities Map, Exhibit "G" attached
c. Pipelines: Approximately 3273.6' of pipeline corridor containing 2 (gasand

water) 4" pipelines will be installed along the south side of the proposed road in
the same trench as the power line. See exhibits "I" & "J"

d. Power lines: Approximately 3273.6' of pipeline corridor containing one 3 phase
power line will be installed along the south side of the proposed road in the same
trench as the pipeline.

All permanent (in place for six months or longer) structures constructed or installed
(including oil well pump jacks)will be painted a flat, non-reflective color to match
the standard environmental colors, as determined by the Rocky Mountain Five-State
Interagency Committee. All facilities will be painted within six months of
installation. Facilities required to comply with Occupation Safety and Health Act
(OSHA) may be excluded. Colors will be as follows: Olive Black.

All site security guidelines identified in 43 CFR 3163.7-5 and Onshore oil and Gas
Order No. 3 Colors will be as follows: olive



O O
If a gas meter is constructed, it will be located on lease within 500 feet of the wellhead.
The gas flowline will be buried from the wellhead to the meter and will be buried
downstream of the meter until it leaves the pad. Meter runs will be housed and/or fences.
The gas meter shall be calibrated prior to the first sales and shall be calibrated quarterly
thereafter. All gas production and measurement shall comply with the provisions of 43
CFR 3162.7-3, Onshore Oil and Gas Order No. 5, and American Gas Association (AGA)
Report No. 3.

If a tank battery is constructed on this lease, it will be surrounded by a dike of sufficient
capacity to contain 1 ½ times the storage capacity of the largest tank. All loading lines
and valves will be placed inside the berm surrounding the tank battery. All oil production
and measurement shall conform to the provisions of 43 CFR 3162.7-3 and Onshore Oil
and Gas Order No. 4.

Production facilities on location may include a lined or unlined produced water pit. If
water is produced from the well, an application must be submitted.

5. Location and Type of Water Supply:

All water needed for drilling purposes will be obtained from (describe location and/or
shown on a map). All water needed for drilling will be obtained from a local municipal
water source. Since this well will be primarily drilled with air, minimal water will be
needed.

6. Source of Construction Material:

Pad construction material will be obtained from (if the source is federally owned, show
location on a map): Private Owner in Wellington, Utah.

The use of materials under BLM jurisdictionwill conform to 43 CFR 3610.2.

Any gravel will be obtained from a state approved gravel pit.

7. Methods of Handling Waste Disposal:

Describe the methods and locations proposed for safe containment and disposal of waste
material, e.g. cuttings, produced water, garbage, sewage, chemicals, etc.

The reserve pit will be located inbound and along the Northwest side of the pit.

The reserve pit will be constructed so as not to leak, break or allow discharge.

The reserve pit will be lined and bermed as designatedby BLM officers prior to
construction. Pit wall will be sloped no greater than 2 to
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The reserve pit shall be located in cut material, with at least 50% of the pit volume being
below original ground level. Three sides of the reserve pit will be fenced before drilling
starts. The fourth side will be fenced as soon as drilling is completed, and shall remain
until the pit is dry. As soon as the reserve pit has dried, all areas not needed for
production will be rehabilitated.

Trash must be contained in a trash cage and hauled away to an approved disposal site as
necessary, but no later than at the completion of the drilling operations.

8. Ancillary Facilities: Garbage containers and portable toilets.

9. Well Site Layout- The pit, rig, cut and fill, topsoil, etc. on a plat with a scale of 1"-50'.
See Exhibits "K", "L," "M" & "N".

All well, whether drilling, producing, suspended, or abandoned, will be identified in
accordance with 43 CFR 3162.6.

Access to the well pad will be from the: NORTH EAST

The blooie line will be located: At least 75 feet from the well head.

To minimize the amount of fugitive dust and spray escaping from the blooie pit, the
following blooie line deflection will be employed: Water injection.

10. Plans for Restoration of the Surface:

The top 6 inches of topsoil material, trees and woody debris, will be removed from the
location and stockpiled separately on: Adjacent and undisturbed land in a windrow
fashion.

No pad material will be sidecast into the wash during construction. We will berm around
the pad to avoid water from running on and off location.

Topsoil, trees and woody debris will be saved along the access road will be reserved in
place adjacent to the road.

Immediately upon the completion of drilling, all equipment that is not necessary for
production shall be removed.

The reserve pit and that portion of the location not needed for production will be
reclaimed.

Before any dirt work to restore the location takes place, the reserve pit must be
completely dry.

Reclaimed roads will have the berms and cuts reduced and will be closed to vehicle
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All disturbed areas will be re-contoured to replicate the natural slope.
Musk Thistle will be sprayed.

The stockpiled topsoil, trees and woody debris will be evenly distributed over the
disturbed area.

Prior to reseeding, all disturbed areas, including access roads, will be scarified and left
with a rough surface.

Seed will be broadcast or drilled between Sept. and Nov., or at a time specified by the
BLM. If seed is broadcast, a harrow or some other implement, will be dragged over the
seed area to assure seed coverage.

The following seed mixture will be used: BLM recommended mixture.

The abandonment marker will be one of the following, as specified by the BLM:

1) at least four feet above ground level,
2) at restored ground level, or
3) below ground level.

In any case the marker shall be inscribed with the following: operator name, lease
number, well name and surveyed description (township, range, section and either quarter-
quarter or footage).

11. Surface and Mineral Ownership:
Surface Owner: BLM

Surface Representative: BLM

Mineral Ownership: Federal: Bureau of Land Management

12. Other Information:

a. Archeological Concerns: An intensive Cultural Resource Survey and Inventory
was performed for WhitMar Exploration by Senco-Phenix and was submitted to
the BLM archaeologist..

The operator is responsible for informing all persons in the area who are associated
with this project that they will be subject to prosecution for knowingly disturbing
historic or archaeological sites, or for collecting artifacts. If historic or archaeological
materials are uncovered during construction, the operator is to immediately stop work
that might further disturb such materials, and contact the authorized officer (AO)
within five (5) working day, the AO will inform the operator as
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Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drill site and access route; that I am familiar with the conditions which currently
exists; that the statements made in this APD package are, to the best of my knowledge,
true and correct; and that the work associated with the operations proposed herein will be
performed by WhitMar and its contractors and subcontractors in conformity with this
APD package and the terms and conditions under which it is approved. I also certify
responsibility for the operations conducted on that portion of the leased lands associated
with this application, with the bond coverage being provided under WhitMar's BLM
bond. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a
fSalseastar
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EXPLORATION

SCALE

125 250 500 1000

ACCESS ROAD
County Rds. from Hwy.: 7.88 mi.

Existing Access Rd.: 0.30 mi ±

LEGEND
O PROPOSED LOCA10N - NEWROADWAY WHITMAREXPLORATIONCOMPANY

m - - - - EXISTlNGROAD m.m.... EXISTINGCOUNTYROAD
NEEDINGUPGRADE

WHITMAREXPLORATION
Jones & DeMllle Engineering gas-a wen vicinity map
1535 South 100 West - Richfield, Utah 84701 s..thm so, T.15 s., a.11 a., s.La. & x.

(435) 896-8266 Phone ace' faL Too' PEL
(435) 896-8268 Fax scALE:1:500 ENG.:B.B. PROJ,g 0700-110

www.jonesanddemile.com DATE:01/10/2005 DWG.BY:J.E.S. DWG.NAME:Location
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( EXHIBIT"G")

WHITMAREXPIORATIO COMP NY

WHITMAREXPLORATION
Jones & DeMille Engineering #34-3 Central Facilities Diagram
1535 South 100 West - Richfield, Utah 84701 Section 34, T.12 S., R.11 E., S.LB. 8: M.

(435) 896-8266 Phone 808' PsL 759 FWL

(435) 896-8268 Fax scALE: NA ENG.: B.B. PRO,l.#: 0708-110

www.jonesanddemille.com DATE: 01/10/2008 DWG.BY: B.LL.
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PAD CONSTRUC110N DATA
TOPSOIL STRIPPING - 21 C.Y. (6" DEPTH)
RAWVOLUMES(INCLUDESTOPSOIL):

CUT - 1763 C.Y.
FILL - 1235 C.Y.

PAD DISTURBANCEAREA = 0.747 ACRES
CUTSLOPES - 2:1
FILLSLOPES= 3:1 PROPOSEDPR
PIT SLOPES - 1:1 / \ ACŒSS ROAD N

/ \ SEE VICINITYMAP '-

11+75.00

+47.50 (34-3)
--r

45NSO' X 8

UNGRADEDGROUND
EŒVATION= 5900.4
GRADE GROUND "'
EŒVATION - 5899 10+95.00 (34-3)

65.00
65,00'

00

FILL

NOTE: E EXHIBIT"L"
PAD SECTIONS -

( EXHIBIT"K")

LEGEND
PROPOSEDLOCATION ---==-- NEWROADWAY WHITMAREXPIßRATIONCOMPANY
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 01/17/2008 API NO. ASSIGNED: 43-007-31344

WELL NAME: 34-3

OPERATOR: WHITMAR EXPLORATION ( N2585 ) PHONE NUMBER: 303-991-9400

CONTACT: HEATHER MITCHELL

PROPOSED LOCATION: INSPECT LOCATN BY: / /

SWSW 34 130S 110E .

Tech Review Initials Date
SURFACE: 0308 FSL 0759 FWL

BOTTOM: 0308 FSL 0759 FWL Engineering

COUNTY: CARBON Geology
LATITUDE: 39.64625 LONGITUDE: -110.6799

UTM SURF EASTINGS:527469 NORTHINGS: 4388335 Surface

FIELD NAME: UNDESIGNATED ( 2 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU80556 PROPOSED FORMATION: FRSD

SURFACE.OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

, Plat R649-2-3.

,r-Bond: Fed[1] Ind[] Sta[] Fee[] Unit:
No. 104195928 )

(k Potash (Y/N) R649-3-2. General

FÁ Oil Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells

L/' Water Permit i R649-3-3. Exception

No.MUNICIPAL )
3rilling Unit

RDCC Review (Y/N)
Board Cause No: . ^ 'A

(Date: ) - -L
Eff Date:

AJAŒ Fee Surf Agreement (Y/N) Sitil '
-r

AAAA Intent to Commingle (Y/N)
" ' p-fl

R649-3-11. Directional Drill

COMMENTS:



T13S R11E

HELPER FIELD

SWD #1

T14S R11E

OPERATOR: WHITMAR EXPL CO (N2584)
UTAH

SEC:34 T.13S R.11E DNR
FIELD: UNDESIGNATED (002)

COUNTY: CARBON

Wells Status
CAUSE: 179-12 / 7-5-2005 y GAS INJECTION

g GAS STORAGE OIL, GAS & MINING
X LOCATION ABANDONED

NEW LOCATION N
Field Status Unit Status PLUGGED & ABANDONED

ABANDONED EXPLORATORY PRODUCING GAS
ACTIVE GAS STORAGE O PRODUCING OIL

NF PP OIL g SHUT-IN GAS
COMBINED NF SECONDARY

÷ SHUT-IN OIL W E
INACTIVE PENDING

)s( TEMP. ABANDONED
PROPOSED Pl OIL

O TEST WELL
STORAGE G

THERML & WATER INJECTION S
TERMINATED PP OIL g WATER SUPPLY PREPARED BY: DIANA MASON

SECONDARY WATER DISPOSAL DATE: 22-JANUARY-2008
TERMINATED
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WHITMAREXPLORATION COMPANY

555 17th Street, Suite 880
Denver, CO 80202-3908

(303) 991-9400
Fax (303) 991-9401

February 13, 2008

Diana Mason
Utah Division of Oil, Gas & Mining
1594 West North Temple, Suite 1210
Salt Lake City, Utah 84114

Re: Location Exception

Dear Ms. Mason:

In reference to the State Oil and Gas Conservation Rule R649-3-3, the 34-3 well located
in the SW/4 of the SW/4 of Section 34, Township 13S, Range 11E, is an exception to this
rule due to topography concerns. The BLM requests that we move to a flatter area of
land that is outside the spacing rule.

There are no additional Surface or Mineral owners in a 460' radius in section 34, besides
the BLM. Please see enclosed Lease Boundry Map and Ownership report to verify this
matter.

Please let me know if you have any questions or concerns.

Sincerely,

Heather Mitchell
WhitMar Exploration Company

RECENED

Og OF0\L,GAS&



stateWUtah A
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

.ION M. HUNTSMAN, JR
ÛÍVision of Oil Gas and Mining

Governor JOHN R. BAZA

GARY R.HERBERT
Division Director

Lieutenant Governor

February 19, 2008

WhitMar Exploration Company
555 17th St., Ste. 880
Denver, CO 80202

Re: 34-3 Well, 308' FSL, 759' FWL, SW SW, Sec. 34, T. 13 South, R. 11 East,
Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative approval of
the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-007-31344.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Carbon County Assessor
Bureau of Land Management,Moab Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • wwwogm.utalt.gov OIL, GAS &
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Operator: WhitMar Exploration Company
Well Name & Number 34-3

API Number: 43-007-31344
Lease: UTU-80556

Location: SW SW Sec._3_4_ T. 13 South R. 11 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the division within 24 hours of spudding the well.

• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to



UNITED STATES
DEPARTMENTOF THE INTERIOR 5. LeaseSerialNo.

UTU80556
BUREAU OF LAND MANAGEMENT

APPLICATION FOR PERMIT TO DRILL OR REENTER
6. If Indian,Alloteeor TribeName

N/A

O 7 IfUnitor CAAgreement,Nameand No.
la. Typeof work: DRILL REENTER N/A

8. LeaseNameand WellNo.
Ib. Typeof Well: OilWell GasWell Ouer SingleZone

.

MultipleZone 34-3

2. Nameof Operator 9. API WellNo.
WhitMar Exploration Company

3a. Address 555 17th Street, Suite 880, Denver, CO 80202 3b. PhoneNO. (include area code) 10. Fieldand Pool,orExploratory
3033-991-9400 Helper

4. LocationofWell(Reportlocation clearly and in accordance with any Staterequirements.*) 11.Sec.,T.R.M. or Blk.andSurveyor Area

Atsurface 759' FWL, 308' FSL, SW SW

Atproposedprod.zone same as above
Sec. 34-T13S-11E

14. Distanceinmiles anddirectionfromnearest townorpostoffice* 12 Countyor Parish 13.State

8.8 miles from Wellington Carbon UT

15. Distancefromproposed* 16. No.of acres inlease 17. SpacingUnitdedicatedto thiswell
locationtonearest

e t
ine,u

it line,if any) 759 FWL, 308 FSL 1640 N/A

18. Distancefromproposedlocation* 19. ProposedDepth 20. BLM/BIABondNo on file

tonearest well,drilling,completed,
applied for,on this lease,ft. 1573' S & 2370 W 3000

21. Elevations(ShowWhetherDF,KDB,RT,GL,etc.) 22 Approximatedateworkwill statt* 23. Estimatedduration

5850 GL 05/01/2008 10 Days

24. Attachments

Thefollowing,completed in accordance with therequirements of OnshoreOilandGasOrderNo.1,must beattached tothisform:

1. Wellplatcertified bya registeredsurveyor. 4. Bondto cover the operations unless covered by an existing bondonfile(see

2. A DrillingPlan. Item20 above).

3. A SurfaceUse Plan(if the locationis on NationalForestSystemLands,the 5. Operatorcertification

SU mt pr

Name

Su othersite specificinformationand/or plansas may berequired bythe .

Title
Operations Coordinator

Approvedby(Signature)
/S/ y"O A3CMSon

Name(PrinteR
.
LyntiJ3CESOD

Date

Title
' " N Office

Applicationa ro l a t warrantor certify thattheapplicantholdslegalorequitable titleto oer ht i 11 uj i asewhichwouldentitlethe applicantto

conduct operationsthereon.
Conditionsofapproval,if any,areattached.

Title18U.S.C.Section1001andTitle43 U.S.C.Section1212,makeita crime forany personknowinglyand willfully tomake to any departmentor agency ofthe United
Statesany false,fictitiousorfraudulentstatementsor representationsastoanymatterwithinitsjurisdiction.

*(Instructions on page 2)

CONDITIDF
CONDITIONSOFAPPROVALATTACHED

RECEIVED
MAY05 2008

DIV.0FOfL,GAS&



' Section 34, T.13 S., R.11 E., S.L.B. & M. Paoxov
Whitmar Exploration Company

(SS9'50'W 2654.52 G.LO.)
WELLLOCA¶0N,LOCATEDAS SHOWNIN THES.W. 1/4 OF THE

S69'07'08"W 2654.52'
NB9°43'11"E2643.84• S.W. 1/4 OF SEC10N 34, T.13 S., R.11 E., S.LB. & M.

. . - . . ...-- · · - · • • · --- · · - · · - • CARBONCOUNTY,UTAH

FOUND1965 B.LM. FOUND 1965 B.LM· LEGEND
BRASSCAP BRASSCAP

SECTIONCORNERSLOCATED
QUARTERSECRON CORNERSLOCATED
PROPOSEDWELLHEAD

NOTE: THEPURPOSEOF THISSURVEYWAS TO PLAT
THEWHITMARWELL#34-3 LOCA10N.
LOCATEDIN THES.W. 1/4 OF THES.W. 1/4
OF SECTION34, T.13 S., R.11 E., S.LB. A M.,
CARBON COUNTY, UTAH.

BASIS OF ELEVATION
BASS OF ELEVA10N OF 5850' BEING AT THESOUTHEAST CORNER

m. OF SEC10N 34, T.13 S., R.11 E., S.LB. & M. AS SMOWNON

.
FOUND1965 B.LM. . THEU.S.G.S.DEADMANCANYONQUADRANGLE7.5 MINUTE

BRASSCAP SERIESMAP AS 5861

e z' SCALE

CERTIFICATE

THISIS TO CER FY THATTHISPLATWASPREPAREDFROM
FIELDNOTESOF ACTUAL BY MEOR UNDER

I MYSUPERVISION,AND TRUEAND
CORRECTTO THE D BEUEF.

WHITMARWELL#34-3 '
UNGRADEDGROUND= 5900.41

TREV . ADD, LS. #343639 DA

FOUND1965 B.LM. FOUND1965 B.LM.

o. BRASS CAP (DISTURBED) BRASS CAP

. . . . . - . .
Jones di eMIIIeEngineering

NSB'45'07"E 2663.21' NB9'45'07"E 2683.21• A 1535 South 100 West - Richfield. Utah 84701

FOUNO1985 B.LM. (NSB'45'W5330.18 G.LO.)
P ng 5) 8 - 66

BRASS CAP www.Jonesanddeml11e.com

WellLocation Plat for
BASIS OF BEARINGS

BASS OF BEARINGUSED WASNOO'08'12"WBETWEENTHESOUTHEASTCORNER Itmar Ex;>lorationComgaany
AND THEEAST GUARTERCORNEROF SECTION34, T.13 S., R.11 E., S.LB. & M.

LA¶TUDE = 39'38'40.3197" (39.64819992) NAD83 DESGNED SURVEVED CHECKED DRAW PROÆCTNO. SHEETND.

LONGITUDE=
--110°40°50.0645" (-110.68057347)NAD83 J.W.J. T.R.a C.D.a

O DWS.NE 0708-110



WhitMar Exploration Company
Well No. 34-3
Lease U-80556
SW/SW Section 34, T13S, R11 E
Carbon County, Utah

A COMPLETE COPY OF THIS APPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONSOF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that WhitMar Exploration Company is considered to be the operator of the above
well and is responsible under the terms and conditions of the lease for the operations conducted
on the leased lands.

Bond coverage for this well is provided by UTBOOO115(Principal - WhitMar Exploration
Company) via surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of 43 CFR
3106.7-2 continuing responsibility are met.

This permit willbe valid for a period of two years from the date of approval. After permit
termination, a new application must be filed for approval.

AIIlease operations will be conducted in full compliance with applicable regulations (43 CFR
3100), Onshore Oil and Gas Orders, lease terms, notices to lessees, and the approved plan of
operations. The operator is fully responsible for the actions of subcontractors. Failure to comply
with the provisions of this permit, including applicable regulations, stipulations, and/or approval
conditions, willbe considered a violation subject to the enforcement provisions of 43 CFR
Subpart



A. DRILLING PROGRAM

1. The proposed 2M BOPE is adequate for anticipated conditions. Installation,
testing and operation of the system shall be in conformance with Onshore Oiland
Gas Order No. 2.

2. Concurrent approval from the State of Utah, Division of Oil, Gas & Mining
(DOGM) is required before conducting any surface disturbing activities.

3. When drilling with air, the requirements of Onshore Oiland Gas Order No. 2, part
III, E, Special DrillingOperations, shall apply. Among the requirements in this
section are:

-Spark arresters
-Blooie line discharge 100 feet from wellbore
-Straight blooie line
-Deduster equipment
-Float valve above bit
-Automatic igniter on the blooie line

4. If cement does not circulate to surface on the production casing, a cement bond
log (CBL), or other appropriate tool for determining top-of-cement, shall be run
and shall be submitted to



Attachment 1-Surface Use Conditions of Approval
34-3

Site Specific Conditions of Approval

1. This well location is within crucial winter range for mule deer and as such is
subject to the winter seasonal restriction. No construction/completion/drilling
activities are permitted during the following dates (November 15-April 1). This
does not apply to routine maintenance or workover operations.

2. Any surface structures to remain on lease greater than six months shall be painted
in the following flat, earth tone color: Olive Black (5W A 20-6) prì6r to their
installation. This Fuller O'Brien color is for reference only. Any brand of paint
may be used provided the colors match. Any facilities that must be painted to
comply with OSHA standards are exempt.

3. Reserve pits will be closed as soon as possible, but no later than 90 days from
time of drilling/well completion, unless the BLM Authorized Officer gives an
extension. Squeezing of pit fluids and cuttings is prohibited. Pits must be dry of
fluids or they must be removed via vac-truck or other environmentally acceptable
method prior to backfilling, re-contouring and replacement of topsoil. Mud and
cuttings left in pit must be buried at least 3-feet below re-contoured grade. The
operator will be responsible for re-contouring any subsidence areas that develop
from closing a pit before it is sufficiently dry.

4. Interim reclamation will occur at the time of pit closure and approximately 30%
of the well pad will be reclaimed with a BLM approved seed mix and according
to the standards outlined below.

5. To prevent the introduction of noxious weeds in the area all equipment brought
onto location will be power-washed prior to coming into the project area. The
operator is responsible for all weed control measures.

6. The reserve pit will be lined with an impermeable liner. An impermeable liner is
any liner having a permeability of less than 10¯'cm/sec. The liner will be installed
so that it will not leak and will be chemically compatible with all substances that
may be put in the pit. Liners made of any man-made synthetic material will be of
sufficient strength and thickness to withstand normal installation and pit use. In
gravelly or rocky soils, a suitable bedding material such as sand will be used prior
to installing the liner.

7. All vegetation required to be removed for the construction of the access road and
pad should and be stockpiled. To the extent possible this vegetation should not be
crushed. Once reclamation activities begin this stockpiled vegetation should be
spread over the disturbed area to facilitate



8. Upon completion of the 34-3 well Whitmar Exploration must submit geospatial
data depicting all as-built surface disturbances including but not limited to the
well location, access roads, pipelines, powerlines and other related facilities. This
data must be submitted to the Price Field Office within 90 days of completion of
the well. Furthermore the geospatial data must be submitted in a shapefile or
geodatabase format and projected in the 1983 North American Datum, Zone 12
UTM projection.

Standard Conditions of Approval

A. General

1. The operator shall contact Nathan Sill (435-636-3668) the Price BLM Office at
least forty-eight hours prior to the anticipated start of construction and/or any
surface disturbing activities. The BLM may require and schedule a
preconstruction conference with the operator prior to the operator commencing
construction and/or surface disturbing activities. The operator and the operator's
contractor, or agents involved with construction and/or any surface disturbing
activities associated with the project, shall attend this conference to review the
Conditions of Approval and plan of development. The operator's inspector will
be designated at the pre-drill conference, and is to be given an approved copy of
all maps, perinits and conditions of approval before the start of construction. The
BLM will also designate a representative for the project at the preconstruction
conference.

2. The operator shall designate a representative(s) who shall have the authority to act
upon and to implement instructions from the BLM. The operator's representative
shall be available for communication with the BLM within a reasonable time
when construction or other surface disturbing activities are underway.

3. If any cultural values [sites, artifacts, human remains] are observed during
operation of this lease/permit/right-of-way, they will be left intact and the Price
Field Manager notified. The authorized officer will conduct an evaluation of the
cultural values to establish appropriate mitigation, salvage or treatment. The
operator is responsible for informing all persons in the area who are associated
with this project that they will be subject to prosecution for knowingly disturbing
historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, the operator is to
immediately stop work that might further disturb such materials, and contact the
authorized BLM officer (AO). Within five working days the AO will inform the
operator as to:

• Whether the materials appear eligible for the National Register of
Historic



• The mitigation measures the operator will likely have to undertake
before the site can be used (assuming in situ preservation is not
necessary); and,

• A time-frame for the AO to complete an expedited review under 36
CFR 800.11 to confirm, through the State Historic Preservation
Officer, that the findings of the AO are correct and that mitigation is
appropriate. The AO will provide technical and procedural guidelines
for the conduct of mitigation. Upon verification from the AO that the
required mitigation has been completed, the operator will then be
allowed to resume construction measures.

4. The operator shall restrict travel on unimproved roads during periods of inclement
weather or spring thaw when the possibility exists for excessive surface resource
damage (e.g., rutting in excess of 4-inches, travel outside roadway, etc.).

5. The Companies will provide geo-referenced spatial data depicting as-built
locations of all facilities, wells, roads, pipelines, power lines, and other related
facilities to the BLM by November 1 of each year until completion of project
construction activities has occurred.

6. If any dead or injured threatened, endangered, proposed, or candidate species are
located during construction or operation, the BLM Price Field Office (435-636-
3600) shall be notified within 24 hours.

B. Construction

1. Construction and surface disturbing activities will not be conducted during
periods of frozen or saturated soils when watershed damage or excessive rutting is
likely to occur.

2. Remove all available topsoil from constructed well locations including areas of
cut and fill and stockpile at the site. Topsoil will also be salvaged for use in
reclamation on all other areas of surface disturbance (roads, pipelines, etc.).
Clearly segregate topsoil from excess spoil material. Any topsoil stockpiled for
one year or longer will be signed and stabilized in accordance with the BLM.

3. Drill pads or facility sites are to be designed to prevent overland flow of water
from entering or leaving the site. Storm water collected on disturbed sites will be
prevented from flowing off the site and the pad is to be sloped to provide for zero
runoff. The drill pad shall be designed to disperse diverted overland flow and to
regulate flow velocity so as to prevent or minimize erosion. Well pad diversion
outlets shall be equipped with rock energy brakes and gravel-bedded dispersion



4. The operator will not push soil material and overburdenover side slopes or into
drainages. All soil material disturbed will be placed in an area where it can be
retrieved without creating additional undue surface disturbance and where it does
not impede watershed and drainage flows.

5. Construct the backslope no steeper than 1½:1, and construct the foreslope no
steeper than 2:1, unless otherwise directed by the BLM Authorized Officer.

6. Maintain a minimum 20-foot undisturbed vegetative border between toe-of-fill of
pad and/or pit areas and the edge of adjacent drainages, unless otherwise directed
by the BLM Authorized Officer.

7. Reserve pits will be adequately fenced during and after drilling operations until
pit is reclaimed so as to effectively keep out wildlife and livestock. Adequate
fencing, in lieu of more stringent requirements by the surface owner, is defined as
follows:
• Construction materials will consist of steel or wood posts. Three or four strand

wire (smooth or barbed) fence or hog panel (16-foot length by 50-inch height)
or plastic snow fence must be used with connectors such as fence staples,
quick-connect clips, hog rings, hose clamps, twisted wire, etc. Electric fences
will not be allowed.

• Construction standards: Posts shall be firmly set in ground. If wire is used, it
must be taut and evenly spaced, from ground level to top wire, to effectively
keep out animals. Hog panels must be tied securely into posts and one another
using fence staples, clamps, etc. Plastic snow fencing must be taut and sturdy.
Fence must be at least 2-feet from edge of pit. 3 sides fenced before beginning
drilling, the fourth side fenced immediately upon completion of drilling and
prior to rig release. Fence must be left up and maintained in adequate
condition until pit is closed.

8. The reserve pit will be oriented to prevent collection of surface runoff. After the
drilling rig is removed, the operator may need to construct a trench on the uphill
side of the reserve pit to divert surface drainage around it. If constructed, the
trench will be left intact until the pit is closed.

9. The reserve pit shall have 2 foot of freeboard maintained at all times to prevent
overflow of fluids.

10. Culverts will be placed on channel bottoms on firm, uniform beds, which have
been shaped to accept them, and aligned parallel to the channel to minimize
erosion. Backfill will be thoroughly compacted.

11. The minimum diameter for culverts will be 18 inches. However, all culverts will
be appropriately sized in accordance with standards in BLM Manual



12. Construction and other project-related trafficwill be restricted to approved routes.
Cross-country vehicle travel will not be allowed.

13. Maximum design speed on all operator-constructed and maintained roads will not
exceed 25 miles per hour and all access roads and well location speed limits will
not exceed 15 miles per hour.

14. Pipeline construction shall not block nor change the natural course of any
drainage. Pipelines shall cross perpendicular to drainages. Pipelines shall not be
run parallel in drainage bottoms. Suspended pipelines shall provide adequate
clearance for maximum runoff.

15. Pipeline trenches shall be compacted during backfilling. Pipeline trenches shall be
routinely inspected and maintained to ensure proper settling, stabilization and
reclamation.

16. The operator shall submit a Sundry Notice (Form 3160-5) to BLM for approval
prior to construction of any new surface disturbing activities that are not
specifically addressed in the approved APD.

17. In the event construction can't be completed prior to winter closures, measures to
prevent erosion from upcoming spring snowmelt should be taken as follows:

a. Loose earth and debris must be removed from drainages, and flood plains.
Earth and debris should not be stockpiled on drainage banks.

b. Road drainages should be checked to ensure there are none with
uncontrolled outlet.

c. Be sure all ditch drainages have an outlet to prevent ponding. If necessary,
build temporary sediment ponds to capture runoff from unreclaimed areas.Re-route

-ditches as needed to avoid channeling water through loosened
soil.

C. Operations/Maintenance

1. If in the process of air drilling the wells there is a need to utilize mud, all
circulating fluids will be contained either in an approved pit or in an aboveground
containment tank. The pit or containment tank will be large enough to safely
contain the capacity of all expected fluids without danger of overflow.

2. All waste, other than human waste and drilling fluids, will be contained in a
portable trash cage. This waste will be transported to a State approved waste
disposal site immediately upon completion of drilling operations. No trash or
empty barrels will be placed in the reserve pit or buried on location. All state and
local laws and regulations pertaining to disposal of human and solid waste will be
complied



3. Rat and mouse holes shall be filled and compacted from the bottom to the top
immediately upon release of the drilling rig from the location.

4. The operator will be responsible for prevention and control of noxious weeds and
weeds of concern on all areas of surface disturbance associated with this project
(well locations, roads, water management facilities, etc.) Use of pesticides shall
comply with the applicable Federal and State laws. Pesticides shall be used only
in accordance with their registered uses and within limitations imposed by the
Secretary of Interior. Prior to the use of pesticides on public land, the holder shall
obtain from. the BLM authorized officer written approval of a plan showing the
type and quantity of material to be used, pest(s) to be controlled, method of
application, location of storage and disposal of containers, and any other
information deemed necessary by the authorized officer to such use.

5. The operator and their contractors shall ensure that all use, production, storage,
transport and disposal of hazardous and extremely hazardous materials associated
with the drilling, completion and production of these wells will be in accordance
with all applicable existing or hereafter promulgated federal, state and local
government rules, regulations and guidelines. All project-related activities
involving .hazardous materials will be conducted in a manner to minimize
potential enviromnental impacts. In accordance with OSHA requirements, a file
will be maintained onsite containing current Material Safety Data Sheets(MSDS)
for all chemicals, compounds and/or substances which are used in the course of
construction, drilling, completion and production operations.

6. Hydrocarbons shall be put in test tanks on location during completion work.
Produced water will be put in the reserve pit during completion work per Onshore
Order #7.

7. The only fluids/waste materials which are authorized to go into the reserve pit are
RCRA exempt exploration and production wastes. These include:
- drilling muds & cuttings
- rigwash
- excess cement and certain completion &. stimulation fluids defined by

EPA as exempt
It does not include drilling rig waste, such as:
- spent hydraulic fluids
- used engine oil
- used oil filter
- empty cement, drilling mud, or other product sacks
- empty paint, pipe dope, chemical or other product containers
- excess chemicals or chemical rinsate
Any evidence of non-exempt wastes being put into the reserve pit may result in
the BLM Authorized Officer requiring specific testing and closure



8. If this well is drilled during the fire season (June-October), the operator shall
institute all necessary precautions to ensure that fire hazard is minimized,
including but not limited to mowing vegetation on the access route(s) and well
location(s), keeping fire fighting equipment readily available when drilling, etc.

D. Producing Well

1. Landscape those areas not required for production to the surrounding topography
as soon as possible.

2. Production facilities (including dikes) must be placed on the cut portion of the
location and a minimum of 15 feet from the toe of the back cut unless otherwise
approved by the BLM Authorized Officer.

3. Any spilled or leaked oil, produced water or treatment chemicals must be reported
in accordance with NTL-3A and immediately cleaned up in accordance with
BLM requirements. This includes clean-up and proper disposition of soils
contaminated as a result of such spills/leaks.

4. Distribute stockpiled topsoil evenly over those areas not required for production
and reseed as recommended.

5. Upgrade and maintain access roads and drainage control (e.g., culverts, drainage
dips, ditching, crowning, surfacing, etc.) as necessary and as directed by the BLM
Authorized Officer to prevent soil erosion and accommodate safe,
environmentally-soundaccess.

6. Prior to construction of production facilities not specifically addressed in the
APD, the operator shall submit a Sundry Notice to the BLM Authorized Officer
for approval.

7. Waterbars shall be installed on all reclaimed pipeline corridors per the guidelines
in F #12.

E. Roads and Pipelines

1. Roads constructed on BLM lands would be constructed to allow for drainage and
erosion control. The operator is responsible for maintenance of all roads
authorized through the lease or right-of-way. Construction and maintenance shall
comply with Class III Road Standards with a 16-ft wide graveled travel surface as
described in BLM Manual Section 9113, the BLM Gold Book standards and the
Moab District Road Standards, except as modified by BLM. Maintenance may
include but is not limited to grading, applying gravel, snow removal, ditch
cleaning, and headcut



2. Topsoil from access roads and pipelines are to be wind rowed along the uphill
side of the road or stored in an approved manner. When the road and pipeline is
rehabilitated, this soil will then be used as a top coating for the seed bed.

3. The operator shall provide an inspector under the direction of a registered
professional engineer (PE) at all times during road construction. A PE shall
certify (statement with PE stamp) that the road was constructed to the required

Bureau of Land Management (BLM) road standards.

4. Erosion-control structures such as water bars, diversion channels, and terraces
will be constructed to divert water and reduce soil erosion on the disturbed area.

Road ditch turnouts shall be equipped with energy dissipaters as needed to avoid
erosion. Where roads interrupt overland sheet-flow and convert this runoff to
channel flow, ditch turnouts shall be designed to reconvert channel flow to sheet

flow. Rock energy dissipaters and gravel dispersion fans may be used, or any
other design which would accomplish the desired reconversion of flow regime.

As necessary cut banks, road drainages, and road crossings shall be armored or
otherwise engineered to prevent headcutting.

F. Dry Hole/Reclamation

1. Disturbed lands will be re-contoured back to conform with existing undisturbed
topography.

2. Before the location has been reshaped and prior to redistributing the topsoil, the
operator will rip or scarify the drilling platform and access road on the contour, to
a depth of at least 12 inches. The rippers are to be no farther than 24 inches apart.

3. Distribute the topsoil evenly over the entire location and other disturbed areas.

Prepare the seedbed by disking to a depth of 4-to-6 inches following the contour.

4. Phased reclamation plans will be submitted to BLM for approval prior to
individual POD facility abandonment via a Notice of Intent (NOI) Sundry Notice.
Individual facilities, such as well locations, pipelines, discharge poirts,
impoundments, etc. need to be addressed in these plans as they are no longer
needed. Individual items that will need to be addressed in reclamation plans
include:
• Pit closure (Close ASAP after suitably dry, but no later than 90 days from

time of drilling unless an extension is given by BLM Authorized Officer.)
BLM may require closure prior to 90 days in some cases due to land use or
environmental concerns.

• Configuration of reshaped topography, drainage systems, and other surface
manipulations

• Waste



• Revegetation methods, including specific seed mix (pounds pure live
seed/acre) and soil treatments (seedbed preparation, fertilization, mulching,
etc.). On private surface, the landowner should be consulted for the specific
seed mix.

• Other practices that will be used to reclaim and stabilize all disturbed areas,
such as water bars, erosion fabric, hydro-mulching, etc.

• An estimate of the timetables for beginning and completing various
reclamation operations relative to weather and local land uses.

• Methods and measures that will be used to control noxious weeds, addressing
both ingress and egress to the individual well or POD.

• Decommissioning/removal of all surface facilities

5. BLM will not release the performance bond until all disturbed areas associated
with the APD/POD have been successfully revegetated (evaluation will be made
after the second complete growing season) and has met all other reclamation goals
of the surface owner and surface management agency.

6. A Notice of Intent to Abandon and a Subsequent Report of Abandonment must be
submitted for abandonment approval.

7. For performance bond release approval, a Final Abandonment Notice (with a
surface owner release letter on split-estate) must be submitted prior to a final
abandonment evaluation by BLM.

8. Soil fertility testing and the addition of soil amendments may be required to
stabilize some disturbed lands.

9. Any mulch utilized for reclamation needsto be certified weed free.

10. Waterbars are to be constructed at least one (1) foot deep, on the contour with
approximately two (2) feet of drop per 100 feet of waterbar to ensure drainage,
and extended into established vegetation. All waterbars are to be constructed with
the berm on the downhill side to prevent the soft material from silting in the
trench. The initial waterbar should be constructed at the top of the backslope.
Subsequent waterbars should follow the following general spacing guidelines:

Slope Spacing Interval
(percent) (feet)
<2 200
2 - 4 100
4 - 5 75
:> 5



C. REQUIRED APPROVALS,REPORTS AND NOTIFICATIONS

Required verbal notifications are dummarized in Table 1, attached.

Buildinq Location- Notify the Price Field Office at least 48-hours prior to commencing
construction of location.

Soud- Notify the Price Field Office24-hours prior to spud. Submit written notification of spud
(Sundry Notice, Form 3160-5) to the Moab Field Office within 24-hours after spud, regardless of
whether spud was made with a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports that describe the progress and status of the wellshall
be submitted to the Moab Field Officeon a weekly basis. This report may be in any format
customarily used by the operator.

Oiland Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS) on a monthly basis.

Sundry Notices- Any modification to the proposed drilling program shall be submitted to the
Moab Field Officeon a Sundry Notice (Form 3160-5). Regulations at 43 CFR 3162.3-2 describe
which operations require prior approval, and which require notification.

DrillinqSuspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. All conditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- Ifcultural resources are discovered during construction, immediately notify
the Price Field Office, and work that might disturb the cultural resources shall cease.

First Production- A first production conference willbe scheduled as soon as the productivity of
the well is apparent. This conference should be coordinated through the Price Field Office.

Notify the Moab Field Officewhen the well is placed into production. Initial notification may be
verbal, but must be confirmed in writing within five business days. Please include the date
production started, the producing formation and production volumes.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, a Well
Completion or Recompletion Report and Log (Form 3160-4) shall be submitted to the Moab
Field Office within thirty-daysafter completion ofthe well. Two copies ofall logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
willbe submitted to the Moab Field



VentinqlFlarinq of Gas- Gas produced from this wellmay not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf,whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered to be shut-in until the gas can be captured or
until approval to continue the venting/flaring pursuant to NTL-4A is granted. Compensation shall
be due for gas that is vented/flared without approval.

Produced Water- An application for approval of a permanent disposal method arid location will
be submitted to the Moab Field Officefor approval pursuant to Onshore Oiland Gas Order No.7.

Off-Lease Measurement, Storage, Comminqlinq-Prior approval must be obtained from the Moab
Field Office for off-lease measurement, off-lease storage and/or comminglingof production prior
to the sales measurement point. The term "commingling" describes both the combining of
production from different geologic zones and/or combining production from different leases or
agreement areas.

Pluqqinq and Abandonment- Ifthe well is a dry hole, plugging instructions must be obtained from
the Moab Field Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Sundry Notice, Form 3160-5) willbe filed with the
Moab Field Officewithin thirty-daysfollowing completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration. Upon
completion of approved plugging, a regulation marker willbe erected in accordance with43 CFR
3162.6. Final abandonment willnot be approved until the surface reclamation work required by
the approved APD or approved abandonment notice has been completed to the satisfaction of
the Price Field Office or the appropriate surface managing agency.

TABLE 1 NOTIFICATIONS

NotifyWalton Willis (435-636-3662), Randy Knight (435-636-3615), Don Stephens (435-636-
3608) or Nathan Sill(435-636-3668) of the BLMPrice Field Officefor the following:

2 days prior to starting dirt work, construction and reclamation (Stephens or Sill);

1 day prior to spud (Stephens or Sill);

24 hours prior to reaching the surface casing setting depth (Willis or Knight);

24 hours prior to testing BOP equipment (Willis or Knight).

If the person at the above number cannot be reached, notify the BLM Moab Field Officeat
435-259-2100.

Well abandonment operations require 24-hour advance notice and prior approval. In the case of
newly drilled dry holes, verbal approval can be obtained from:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home:



STATE OF UTAH FORM 9

D
SAOTMNEOFOFILNA

A
LARNEDsoMIR

5 LEASE DOES51G5N6ATIONAND SERAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS
';FINDIAN,ALLOTTEEORTRIBENAME:

T UNITor CA AGREEMENTNAME:
Do not use thisform for proposals to drillnew wells,significantlydeepen existing wellsbelow current bottom-hole depth, reenterplugged wells,orto N/Adrillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OILWELL GAS WELL OTHER 34-3

2. NAMEOF OPERATOR: 9. API NUMBER:

WhitMar Exploration Company 4300731344
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDANDPOOL, OR WILDCAT:

555 17th Street, Suite 880 ciTy Denver CO 7,,80202 (303) 991-9400 Helper
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 759' FWL, 308' FSL SW SW COUNTY: Carbon

QTRIQTR, SECTlON, TOWNSHIP, RANGE, MERIDIAN: SWSW 34 13S 11E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDJZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstatt: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBlNGREPAIR

CHANGE TUBING PLUG AND ABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGEWELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFF
Date of workcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATlONOF WELL S1TE OTHER: Extend State Permit
O CONVERT WELLTYPE O RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

WhitMar Exploration Company hereby requests a one (1) year extension of the state permit for the 34-3

This is the first extension that has been requested.

Approved by the
Utah Divisionof

Oil,Gas and Mining

Dât i COPYSENTTOOPERATOR

NAME(PLEASE PRINT) Ta my L Garrett TITLE Operations Coordinator

SIGNATURE DATE

(This space for State use only)

RECEIVED
FEB23 2 99

(5/2000) (See Instructions on Reverse



Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice requesting permit extension)

API: 4300731344
Well Name: 34-3

Location: swisw section34-13S-11E

Company Permit Issued to: WhitMar Exploration Company
Date Original Permit Issued: 2/19/2008

The undersigned as owner with legal rights to drillon the property as permitted
above, hereby verifies that the informationas submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklistof some items related to the application, whichshould be
verified.

If located on private land, has the ownership changed, ifso, has the surface
agreement been updated? YesONom

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for this location? YesO NolZI

Has therebeen any unit or other agreements put in place that could affect the
permitting or operation of thisproposed well? YesO Nom

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO NoO

Has the approved source of water for drilling changed? YesO NoO

Have therebeen any physical changes to thesurface location or access route
which willrequire a change in plans from what was discussed at the onsite
evaluation? Yes O NoO

in pla his proposed well? eslZINoO

Šignature Date

Title: Operations Coordinator

Representing: WhitMar Exploration Company

RECEIVED
FEB2 3



API Well No: 43007313440000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU80556 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 34-3 

2. NAME OF OPERATOR:
 WHITMAR EXPLORATION COMPANY

9. API NUMBER:
 43007313440000

3. ADDRESS OF OPERATOR:  
 555 17th Street, Suite 880 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0308 FSL 0759 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 34 Township: 13.0S Range: 11.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

9/1/2010

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 WhitMar Exploration Company hereby requests a one (1) year extension of
the state permit for the 34-3. This is the second extension that has been

requested.

NAME (PLEASE PRINT)  
 Tammy L Garrett

TITLE
 Operations Coordinator

SIGNATURE
 N/A

DATE
 2/9/2010

PHONE NUMBER:
303 991-9400  Ext 

 

PHONE NUMBER
303 991-9400

February 16, 2010

iPI Well No: 43007313440000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING TEAs0E5D5E6sIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well 34-3

2. NAME OF OPERATOR: 9. API NUMBER:
WHITMAR EXPLORATION COMPANY 43007313440000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 880 , Denver, CO, 80202 303 991-9400 E×t UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: CARBON

0308 FSL 0759 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWSW Section: 34 Township: 13.05 Range: 11.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/1/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

WhitMar Exploration Company hereby requests a one (1) year extension of
the state permit for the 34-3. This is the second extension that has been Approved by the

requested. Utah Division of
Oil, Gas and Mining

Date: February 16, 2010

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tammy L Garrett 303 991-9400 Operations Coordinator

SIGNATURE DATE
N/A



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Request for Permit Extension Validation Well Number 43007313440000
 

API: 43007313440000
Well Name: 34-3 

Location: 0308 FSL 0759 FWL QTR SWSW SEC 34 TWNP 130S RNG 110E MER S
Company Permit Issued to: WHITMAR EXPLORATION COMPANY

Date Original Permit Issued: 2/19/2008

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

If located on private land, has the ownership changed, if so, has the surface agreement been
updated?    Yes    No

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location?    Yes    No

Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well?    Yes    No

Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location?    Yes    No

Has the approved source of water for drilling changed?    Yes    No

Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation?    Yes    No

Is bonding still in place, which covers this proposed well?    Yes    No

        
Signature:  Tammy L Garrett Date: 2/9/2010

Title:  Operations Coordinator Representing: WHITMAR EXPLORATION COMPANY

February 09, 2010February 09, 2010

February 16, 2010

UTAH

DNR The Utah Division of Oil, Gas, and Mining
'

- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI BAS Br MlNTNG

Request for Permit Extension Validation Well Number 43007313440000

API: 43007313440000
Well Name: 34-3

Location: 0308 FSL 0759 FWL QTR SWSW SEC 34 TWNP 1305 RNG 110E MER S
Company Permit Issued to: WHITMAR EXPLORATION COMPANY

Date Original Permit Issued: 2/19/2008

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

•If located on private_land, has the ownership changed, if so, has the surface agreement been
updated? I___|I Yes I_Ð_I No

• Have any wells been drilled in the vicinity of the_proposed well which would affect the spacing or
siting requirements for this location? I:___) Yes _®_) No

• Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well? I i Yes i i No

• Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location? I___) Yes I _I No

• Has the approved source of water for drilling changed? I __I Yes i i No

• Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation? I___I Yes I®I No

Approved by the
•Is bonding still in place, which covers this proposed well? I§|I Yes i i No Utah Division of

Oil, Gas and Mining
Signature: Tammy L Garrett Date: 2/9/2010

Title: Operations Coordinator Representing: WHITMAR EXPLORATION COggg: February 16, 2010

By:

RECEIVED February 09,



STATE OF UTAH FORM 9
D SA MNENTFOFLNAGUALARNEDSOR ENsG

5. L E ESIG TION D RI NUMBER:

6. IF INDIAN,ALLOTTEE OR TRIBE NAME:
SUNDRY NOTICES AND REPORTS ON WELLS N/A

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill newwells, significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells or t° N/Adrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLforn for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER

2 N Em ræE Ap

O ation Company
9. API N MB :

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

555 17th St, Suite 880
CITY

Denver
STATE CO ZIP 80202 (303) 991-9400 East Helper

4 LOCATION OF WELL

FOOTAGES AT SURFACE: 15 * WWL , aob " ESL COUNTY: Carbon County

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN; STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date ofworkcompletion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Request APD
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION OXÍOnSiOn

12 DESCRIBE PROPOSED COMP D OP TIONS. Clearly show Ilpertinent de Is c ding d d th mes etc

COPYSENTTOOPERATORApproved by the
UtahDivisionof cate:3 ' Al

Oil,Gas and Mining Inmais: 5

Date 5 - L(
By•

NAME(PLEASE PRINT) \ TITLE

SIGNATURE DATE

(This space for State use only)

RECEIVED

(5/2000) (See instructions on Reverse Side)
FEB2 2 2011

DIV.0FOlL,GAS&



Application for Permit to Drill
Request for Permit Extension

Validation
(thisform shouldaccompanythe Sundry Notice requesting pennit extension)

API: ggDO '7# I M#
Well Name: y -3

Location: ('pyloon Co , N ,

Company Permit Issued to: i1WVW gyptoghen CO,

Date Original Permit Issued:

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved applicationto drill, remains valid and does not require revision.

Following is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, ifso, has the surface
agreement been updated? YesO Nod

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for this location? YesO No

Has there been any unit or other agreements put in place that could affect the
permitting or operation of thisproposed well?YesO Notjö

Have there been any changes to the access route including ownership, or right-
of-way,which could affect the proposed location? YesO No IBf

Has the approved source of water for drilling changed? YesO NolB

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO Nog

is bonding stillin place, which covers thisproposed well? Yes NoO

Signatu
t/e

Title: 0$ Ad

Representing:
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- State of Utah

DEPARTMENT OF NATURAL RESOURCES
MICHAEL R. STYLER

GARY R.HERBERT Executive Director
Governor Division of Oil, Gas and Mining

OREG BELL JOHN R. BAZA
Lieutenant Governor Division Director June 15, 2012

Whitmar Exploration Company
555 17th4 Säk 880
Denver, CO 80202

Re: APD Rescinded -- 34-3 Sec. 34, T.13S, R. 11E
Carbon County, Utah API No. 43-007-31344

Ladies and Gentlemen:

The Application for Permit to Drill (APD) for the subject well was
approved by the Division of Oil, Gas and Mining (Division) on February 19,
2008. On February 23, 2009, February 16, 2010 and February 23, 2011 the
Division granted a one-year APD extension. No drilling activity at this location
has been reported to the division. Therefore, approval to drill the well is hereby
rescinded, effective June 14, 2012.

If any previously unreported operations have been performed on this well
location, it is imperative thatyou notify the Division immediately.

Sincerely,

Di a Mason
EnvÌronmentalScientist

ec: Well File
Bureau of Land Management, Price
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